
LED WORK LIGHT

W-02801

2 Years Warranty

2800 lumens
18 LED of 1.5 Watts each
LEDs rated to 30 000 hours of operation
Color temperature: 6000K
Water & vibration resistant
Operating temperature: -40OC to +65OC
Certificates: CE, RoHS, R10, IP68, IP69K, 60G (Shock)
Available in Flood and Spot beam
Integrated 2 Pin Deutsch Connector (Female)
Additional 180mm cable with Deutsch 2 pin connector (Male)

Agriculture
Carrier
ATV / Off-Road
Excavation

Spot BeamFlood Beam

You won't find better on the market as an entry-level model. 
This model has been tested without compromise regarding 
bad weather and heavy vibration. In addition, its power and 
flawless light beam place it at the top of its category. This new 
rimless design prevents snow or dust from piling up and 
makes cleaning easier.
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Products

Dimensions Light Patterns

Part#             Description
W-02801       WORK LIGHT - SQUARE 2800 Lm – FLOOD BEAM
W-12801       WORK LIGHT - SQUARE 2800 Lm – SPOT BEAM

Electrical specifications

Input voltage: 10 to 32Vcc
Power consumption: 2.38A at 12Vcc / 1.19A at 24Vcc
Power requirement (max.): 28 Watts
Recommended fuse: 5A
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