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DESCRIPTION

  The G6 FresnelTM is an economic version of the best-selling model in the field of road safety.

  Its dimensions are approved for the Public Works and Its brightness meets SAE J845 Class I standards.

FEATURES

  Input voltage: 12Vdc or 12-24Vdc

  19 selectable flash patterns

  High intensity LED modules (18 LED modules of 1 Watt)

  LEDs rated to 100 000 hours of operation

  Non-volatile memory recalls last flash pattern used at power up

  Rear cut-off feature can be applied

  2 Warning Modes for quick pattern change

  Weatherproof and vibration resistant design for internal or external use

  Available in permanent or magnetic mount

  Reverse polarity protection

  Multiple units can be synchronized

  Color available:

  Lens color available: 

G6 FRESNEL

warranty
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VERSION NOW
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CONNECTING OPTIONS

Number

94003Z

94013Z 

94103Z

94113Z

95003Z

95103Z

95003Z

95103Z

78000Z

78002Z

78001Z

78003Z

78103Z

ZT-0459-001

Description

PROSIGNAL - G6 FRESNEL - PERMANENT/MT - AMBER/AMBER LENS

PROSIGNAL - G6 FRESNEL - MAGNETIC/MT - AMBER/AMBER LENS

PROSIGNAL - G6 FRESNEL - PERMANENT/MT - AMBER/CLEAR LENS

PROSIGNAL - G6 FRESNEL - MAGNETIC/MT - AMBER/CLEAR LENS

PROSIGNAL - G6 FRESNEL - PERMANENT/MT 12-24V - AMBER/AMBER LENS

PROSIGNAL - G6 FRESNEL - PERMANENT/MT 12-24V - AMBER/CLEAR LENS

PROSIGNAL - G6 FRESNEL - PERMANENT/MT 12-24V - AMBER/AMBER LENS

PROSIGNAL - G6 FRESNEL - PERMANENT/MT 12-24V - AMBER/CLEAR LENS

PROSIGNAL G6 - 2 X MOUNTING BRACKET KIT

PROSIGNAL G6 - 4 X MAGNET KIT

PROSIGNAL G6 - 2 X MAGNETIC 7” SUCTION CUP KIT

PUMP VACUUM SUCTION CUP + BEACON MOUNTING PLATE

PUMP VACUUM SUCTION CUP (1X) 

G6 - BRACKETS FOR (2x) PUMP VACUUM SUCTION
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ELECTRICAL SPECIFICATIONS

Operating Voltage: 12Vdc or 12-24Vdc

Maximum Current:  3A at 12Vdc (12Vdc Version)
 3.24A at 12Vdc / 1.62A at 24Vdc (12V-24dc Version)

Average Power: 19 Watts (varies with pattern)

Maximum Power: 36 Watts (12Vdc Version)
 38.88 Watts (12-24Vdc Version)

Fuse Recommended: 5A

DIMENSIONS

PRODUCT NUMBERS

16.7” (423mm)

16.7” (423mm)

6.3” (161mm)

2.9”
(73mm)

*Consumption in Steady-On mode.
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